STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

ROUTE NO.

SECTION

COUNTY

TOTAL.
SHEETS

SHEET
NO.

FAP 885

5B-1

HARDIN

s4A

FED. ROAD DIST. NO. 7

ILLINOIS

FED. AID PROJECT-

lllinois Department Page 1 of 2
of Transportation SOIL BORING LOG
Division of Hi
n!““!”“mm a‘{‘ls Date 81700
ROUTE FAP_885 DESCRIPTION FAP 885 (IL Rte 146) over Big Creek LOGGED BY __Bryan Keller
SECTION 5B-1 LOCATION _ SE 14, SW 14, NW 14, SEC. 27, TWP. 125, RNG. 8E, 3 PM
COUNTY Hardin DRILLING METHOD HAMMER TYPE
STRUCT. NO. 035-0010 Dl B | U M lsuface Water Elev. 3241 ft DI B UM
Station 280 +80.00 El L | €| Ol Stream Bed Elev. ft ElLjCc|oO
P} O S I P| O S 1
BORING NO. A-4s T W S |l Groundwater Elev.: T W S
Station 280+35 H1 S | Qu| T}l First Encounter ft HI S |Qu}| T
Offset 25.00ft Lt. Upon Completion 325.7 ft
Ground Surface Elev. 3261 ft [{f)| ¥&") [ (tsfh | (%) | After __ Hrs. ft (it} ¥67) | {tsf) [ (%)
Auger Suspended A-4S-7 28" Recovery
™ Medium to stiff, very moist, grey, ]
— Silty Clay A-6 {continued) —
B 3041
A-45-8 27" Recovery
] Medium to stiff, very moist, grey, ]
— Silty Clay A-6 ]
3216 _ 3016 _|
A-45-1 20" Recovery -5 A-45-9 29" Recovery 25
Stiff, moist, brown, Clay A7-6 Medium, very moist, grey, Silty
— Clay Loam A-6 w/rotten wood 7
3191 | 2001 |
A-4S-2 28" Recovery A-4S-10 30" Recovery
Stiff, moist, grey, Silty Clay A-6 7 Stiff, very moist, grey, Silty Clay ]
3166 _| 2066 |
A-4S-3 28" Recovery -10 A-4S-11 28" Recovery --30)
Medium, very moist, grey, Siity ] Stiff, moist, grey, Siity Clay A-6
Clay A-6 — -
3141 2041 |
A-4S5-4 28" Recovery A-45-12 29" Recovery
Soft, very moist, grey, Silty Clay 7 Stiff, moist, grey, Clay A7-6 -
Loam A-8 R— h—
Mme | 2916 |
A-45-5 30" Recovery 15 A-45-13 No Recovery 35
Medium, very moist, brown
mottled grey, Silty Clay Loam A-6 -~ —
3091 | 2891 |
A-4S-6 28" Recovery ' A-45-14 29" Recovery :
Medium, very moist, brown ] Medium to stiff, moist, grey, Clay ]
mottled grey, Silty Clay A-6 — A7-6 —
306.6 286.6 _ |
-20] fl 40

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer}
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
BBS, from 137 (Rev. 8-99)

lllinois Department

Page 2 of 2

of Transportation SOIL BORING LOG
Division of Hi
District Nino Matsrals Date ___ 81700
ROUTE FAP 885 DESCRIPTION FAP 885 (I Rte 146) over Big Creek LOGGED BY __Bryan Keller
SECTION 5B-1 LOCATION _SE 14, SW_ 14, NW 14, SEC. 27, TWP, 125, RNG. 8E, 3 PM
COUNTY Hardin DRILLING METHOD HAMMER TYPE
STRUCT. NO. 035-0010 Dl B | Ul M llgyface Water Elev. 3241 ft
Station 280 +80.00 E ('; g "3 Stream Bed Elev. ft
BORING NO. A-4S T W S || Groundwater Elev.:
Station 280+35 HI S |Qu} T First Encounter .
Offset 25.00ft Lt. Upon Completion 325.7 ft
Ground Surface Elev. 326.1 fe (O] B ] (tsf) | (%) || After Hrs. ft
A-45-15 29" Recovery
Stiff, moist, grey, Silty Clay Loam ]
A-6 {(continued} B
2841 |
Bottom of hole = 42.0 feet 1
Elevation referenced to plans ]
To convert "N” values to "N60" ]
values, multiply by 1.26 45|
50
55
60

The Unconfined Compressive Strength (UCS} Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)

BORING LOGS

SHEET NO. 33
34 SHEETS
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